
Wing Landing Lights For Dream Aircraft Tundra

The following are the drawings to install PAR 46 landing lights in the leading edge of the wings, right 
near the tips.  The drawings describe the necessary modifications to the leading edge skin T4W-LR308, 
and the fabrication of the acrylic cover and brackets, and the PAR46 bracket and retainer.

The skin cutout should be carefully done, probably using a little cut wheel on a Dremel tool.  On my 
Cessna, the top and bottom edges of the cutout were first folded down, and then cut, so that the small 
curve helps to keep the edges facing the airflow flush with the acrylic.

Three screws and springs are used to fasten the lamp bracket to the spar.  The screws allow aiming the 
lamp.  The bulb is held to the bracket with a retainer that is screwed to the bracket.  The rear of the 
bulb where the connections are will protrude through the existing cutout in the wing spar, so it will be 
easiest to screw on the wires, then mount the bulb in the bracket.  It is possible to reach the screws 
through the last rib, so re-aiming the lamp is possible without disturbing the acrylic cover.

The acrylic cover is installed by passing it through the leading edge skin cutout on an angle.  The 
brackets that hold the acrylic cover can be held in place by reaching though the last wing rib while 
inserting the screws that hold it.  It is likely best to drill the holes for these screws with the acrylic in 
place to ensure correct fit.  The acrylic will expand, so there should be some RTV sealant between the 
acrylic and the mounting bracket.  Sealing around the acrylic is probably a good idea as well, although 
this was not done on my Cessna.

Of course I accept no responsibility whatsoever if you follow these instructions and mess up your 
airplane :-)

Jeff Page
Tundra #10












